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WRENCHES

NVR have made and sold thousands of pipe wrenches all over the world. The original design has been 
gradually refined and improved by group of specialist consultants whose skill and experience in the art of 
plumbing is second to none. We call them customers. 
 
NVR pipe wrenches are manufactured under strict control at all stages of the manufacturing processes to 
ensure that the pipe wrenches are of high quality and satisfy the stringent demands of the customers. 
 

Length when open Pipe Capacity 
Nom Bore O.D. 

INCH MM 
INCH MM 

8
10 
12 
14 
18 
24 
36 
48 

200 
250 
300 
350 
450 
600 
900 

1200 

.3/4 
1

1.1/4 
1.1/2 

2
2.1/2 
3.1/2 

5

27 
34 
42 
49 
60 
76 

102 
141 

 

Safety Measures: - 
 

� Select a pipe wrench whose opening exactly fits the pipe. 
� Do not use pipe extensions to increase the leverage of any pipe wrench. 
� Never use a pipe wrench on square stock, such as pipe tap or extractor. 
� Do not use a pipe wrench to bend, raise or lift the pipe. 
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NVR-301 Pipe Wrench - Stilson Pattern

Available in Handle Red Stove Enameled & Fully Painted. 
Jaws angled against the direction of turn. 
Drop Forged. Hardened and Tempered. 

Jaws Induction hardened. 
SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

8 200 100 .030 

10 250 40 .023 

12 300 30 .024 

14 350 20 .023 

18 450 16 .030 

24 600 10 .040 

36 900 6 .028 

48 1200 4 .027  

NVR-302 Pipe Wrench Heavy Duty - American Pattern

Jaws drop forged from Carbon Steel. 
Jaws Hardened and Tempered. 

Handle Malleable Iron. Epoxy Powder coated. 
SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

8 200 60 .016 

10 250 24 .014 

12 300 16 .010 

14 350 16 .010 

18 450 12 .009 

24 600 6 .040  

NVR-303 Adjustable Wrench - Drop Forged

Available in Chrome Plated & Black Finished (Phosphated). 
Drop Forged from Carbon Steel / Chrome Vanadium Steel. 
Thin Tapered Jaws, specially designed to get into narrow 

openings. Fully Hardened and Tempered. 
SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

6 150 160 .022 

8 200 100 .029 

10 250 60 .030 

12 300 40 .028 

15 375 30 .042 

18 450 20 .029  
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NVR-304 Chain Pipe Wrench

Jaws Made out of Selected Steel. 
With reversible Jaws. Hardened & Tempered Jaws. 

SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

2 50 12 .045 

3 75 10 .045 

4 100 8 .062 

6 150 6 .058 

8 200 5 .070 

10 250 3 .043 

12 300 2 .056  

NVR-305 Basin Wrench - Malleable Iron

Made out of Malleable Iron. 
Designed for use on basin, tap and bath back nuts. 

Suitable for horizontal or vertical use in confined areas. 
 

SIZE 
MM 

QTY./CTN. 
Pcs. 

VOLUME 
Cu. M. 

21x22 40 .022  

NVR-306 Pipe Vice - Self Locking

Frame made out of Malleable Iron. 
Hardened carbon steel jaws. 

Base is provided with three holes for fastening to a bench. 
Self locking frame with all cast components. 

Powder Painted for longer life. 
 

SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

1.1/2 37 12 .032 

2 50 8 .052 

2.1/2 63 6 .037 

3 75 4 .040 

4 100 2 .040 
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NVR-307 Pipe Vice - Self Locking with Stand

SIZE 

INCH MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

2 50 12 .298  

NVR-308 Ratchet Pipe Die Set

SIZE 

MM 
QTY./CTN. 

Pcs. 
VOLUME 

Cu. M. 

1/2-1 4 .024 

1/2-1.1/4 4 .024 

1.1/4-2 2 .021  

NVR-309 Pipe Die Set

SIZE 
INCH 

QTY./CTN. 
Pcs. 

VOLUME 
Cu. M. 

1/4-1 6 .028 

1/4-1.1/4 6 .028 

1/2-1.1/4 6 .028 

1.1/4-2 4 .037 

1/2-2 4 .037  


